BUILDING REPORT
ASSESSMENT

20 Example Street,
DUNEDIN
Prepared by

Richard and Gina Moore

TERMS OF TRADE - PRE-PURCHASE BUILDING REPORT ASSESSMENTS:
1. GENERAL:
1.1 The work performed by us (“Dunedin House Inspections a subsidery of R’n’G Building Associates Ltd”) will be undertaken in
manner of accordance with the guidelines of the New Zealand Standard 4306:2005 which covers Residential and commercial
Property Inspections. As stated in the guidelines of the New Zealand Standard 4306:2005, “A property Report should not be
seen as an all-encompassing report dealing with a building from every aspect. Rather it should be seen as a reasonable attempt
to identify any significant defects visible at the time of the inspection. Nor is a Property Report a warranty against problems
developing with the building after the date of the report.” It is outside the scope of this report to investigate, or comment on if
the dwelling complies with any Building Code legislations or Local Body bylaws.
2. PAYM ENT:
2.1 Invoices will be sent out as a part of your Building Report. Administration fees will be charged on overdue accounts.
2.2 A mileage fee of $1.10 per km may be required to be paid.
2.3 Payment is due and is to be made weekly on the Monday, (or next business day), following the date of Invoice.
2.4 All reports remain the property of Dunedin House Inspections until fully paid for as invoiced.
2.5 Overdue accounts may incur a late payment penalty of an interest rate as per our Bank’s floating interest rate % that is
applicable upon the date that the invoice becomes overdue, and reimbursement of all associated collection costs where
applicable.
2.6 Where the signing client is a company, partnership or trust, the Signing authority must be a director, Partner or trustee and
each individual person in governance of said entity shall be held jointly and severally liable for any outstanding accounts
incurred by said company, partnership or trust.
3. BUILDING REPORT ASSESSM ENTS
3.1 Verbal or Written Building Report Assessments are carried out in good faith. Our assessment is limited to being a general
assessment of the overall condition of a property and where there may be areas of concern as requested by the client.
3.2 Unless otherwise stated or requested Building Report Assessments exclude Consents, Permit Searches, Engineer’s Reports,
Resource Consents, Title Searches, Hazard Reports and any other such report.
3.3 Any Written Building Report Assessment made is not a warranty or any type of guarantee or insurance policy, it is a
professional opinion only, with only what is easily visible in a non invasive inspection, therefore Dunedin House Inspections or
their employees are not responsible for any fault that may or may not be seen of the building structure, or any item within the
building, or structures, or surrounding lands, or any future deficiencies that may occur, nor does Dunedin House Inspections
or its employees accept any responsibility or liability arising from either directly or indirectly for the ingress of water into
buildings or structures or damage resulting directly or indirectly from the ingress of water into or under buildings or
structures. Please note that without visible signs of water damage, it is not possible to identify potential roof leaks if the
inspection is carried out during fine weather. The purpose of the property report is to inspect those parts of the building to
which the inspector has reasonable access together with any such additional parts of the site as may be requested by the client.
3.4 Please note that non-invasive has the meaning of not intruding upon components which are concealed, closed behind finished
surfaces, including but not limited to plumbing, drainage, heating, insulation, wiring, or where there is a requirement to move
anything impeding access or limiting visibility, including but not limed to floor coverings, furniture, personal property,
vehicles, vegetation etc.
3.5 Any area, component, system or item not included in a Building Report Assessment was excluded from the scope of inspection.
3.6 A Building Report Assessment is only a slice in time, for the condition of any property mentioned in this report, it is not
designed to predict the future of any events; a professional opinion only, based upon our expert experience may be given. This
report is valid for 90 days any defects must be reported to us within this time frame.
It is not a technically exhaustive investigation nor is it practicable to imply every defect has been itemised or identified. The
report is based on items that are readily visible at the time of the inspection.
3.7 Some comments in this report are assumptions based on building experience, date of the construction or the visual appearance
and style of the materials. As this is a visual non-invasive survey, the condition of the internal framing is not known. This is
also not a leaky home report it is a visual report only. Appliances, heating systems, spa pools, alarms, ducted vacuum systems
etc may be noted however testing these items is outside the scope of the inspection. Assessment of the operation and
compliance of open fires and wood burners is outside the scope of this report as they are a specialist field. Both the electrical
and plumbing systems are inspected however this is not a detailed assessment with circuit or pressure testing carried out, but
rather a visual inspection only. Commenting on the structural integrity of any retaining walls or ground stability is also
outside the scope of this report as they are specialist field.
3.8 Please be aware that any Building Report Assessment may only focus on the main area that may require attention, unless
otherwise requested and does not normally focus on aspects of property that are good.
3.9 Where Dunedin House Inspections has prepared a Building Report Assessment for a client, that report is for the sole use of the
client and shall not be used/copied, on sold or relied upon by any other persons or entities without the written permission of
the Manager of Dunedin House Inspections, and accepts no liability to third parties who may act in reliance on the contents
within this report or for accuracy or location of information on file at the territorial authority. Nor is it a recommendation as
to the advisability of purchase provided that where a purchase is required by the terms of The Agreement for Sale and
Purchase of Residential Real Estate to provide a copy of this report to the owner of the property then it is done so on the basis
that Dunedin House Inspections have no responsibility to the owner of the property for any item contained in this report.
3.10Dunedin House Inspections undertakes not to prepare Building Report Assessments for any other clients in respect to a
particular property (in relation to a particular property’s current sale or interest of the client in a particular property), without
the prior written approval of the client.
4. P ERSONAL P ROPERTY S ECURITIES A CT 1999 (“PPSA”)
4.1 Upon accepting our Agreement for Services Form in writing you thereby agree to our terms of trade. You further agree that
the terms of trade constitute a security agreement for the purposes of the PPSA and a security interest is taken in all goods
supplied to you by us.
4.2 In addition to registering a security agreement and in the event that you own land, realty or any other asset capable of being
charged with an interest, you agree that we may lodge a caveat, which will be withdrawn upon receipt of all payments due to
us, including penalty interest and collection costs. In order to lodge such a caveat you irrevocably nominate us as true and
lawful attorney to perform all necessary acts to give effect to the provisions of this clause 7.
4.3 You hereby irrevocably agree to indemnify us for all collection costs and disbursements incurred by us to recover payment due
to us pursuant to this agreement.
5. These terms of trade are to be read in conjunction with any agreement that they may form part of. In the
event of a conflict between any such agreement and these terms of trade these terms of trade shall
prevail.

R ECEIPT OF THIS DOCUMENT IMPLIES THAT YOU HAVE READ AND ACCEPTED D UNEDIN H OUSE I NSPECTIONS T ERMS OF T RADE .
Yours Faithfully
Dunedin House Inspections - A subsidery of R’n’G Building Assoicates Ltd

Tax Invoice
To:
Mr & Mrs House Purchaser
90 Made Up Street
IMAGINATION TOWN
Email: housepurchaser@makeitup.com
Cell: 000 000 0000
Work Done For:
Invoice Number:
Invoice Date:
GST Number:

33 Claremont Street, Dunedin
INV33ClaremontSt10AM
11/11/2014
95-684-386

Description

Quantity

Standard Full Written Building Report

1

Units

Unit Price

Price

ea

$000.00

$000.00

Total Before GST
GST

$000.00
$00.00

TOTAL

$000.00

Payment Due within 7 days from date of invoice.

Account Details for Direct Credits
R’n’G Building Associates Ltd
Westpac
03 0905 0295093 00
Please include Invoice Number as reference, thank you!

-------------------------------------------------------------------------------------------------------------------------------------Please detach and return with your payment to
R’n’G Building Associates Ltd
6 Ryehill Street, Calton Hill
DUNEDIN 9012
Account Details for Direct Credit
Westpac
03 0905 0295093 00
Ref: Invoice Number

Date:
Name:
TOTAL DUE
Invoice Number:

00/00/00
Mr & Mrs House Purchaser
$
INV20examplest

Amount Being Paid

_________

To:
Mr & Mrs House Purchaser
90 Made Up Street
IMAGINATION TOWN
Email: housepurchaser@makeitup.com
Cell: 000 000 0000
Real Estate Agents Details:
Private Sale

Date:

th

Thursday, 0 March 2013 @ 0pm

Pre Purchase Building Inspection Assessment
LEGAL DESCRIPTION

PT LOT 12 DP 123

CERTIFICATE OF TITLE

123/12

VALUATION NO

12345-1234

RATEABILITY DIFFERENTIAL

Area 0 - Residential

LAND USE

Residential: Single Unit excluding bach

LOCATION

20 Example Street Dunedin 9011

RATES VALUE

LAND VALUE
IMPROVEMENT VALUE
CAPITAL VALUE

Satellite aerial photo

WEATHER ON INSPECTION:
The weather on the day of inspection was fine and sunny.

12,000
123,000
123,000

ROOF CLADDING:
The valley has been renewed. The rest of the roof is original galvanised iron which has been painted. There are some
signs of rust in the joins on the interior of this roof. While it will need replacing eventually we would suggest that this roof
should last approximately 5-10 years if properly maintained.
It is recommended that you investigate the roof visually on a seasonal basis, and after stormy/windy weather or other
natural events. This is in order to be aware of what is happening to your property and to make sure that you catch any
problems prior to them becoming bigger problems.

Original corrugated iron. There is rust starting on
the inside joins & overlaps.

Renewed valley and ridging.

Flue coming through roof. Hot water overflow.
A bend in the hot water over flow could
restrict the pressure build up in the hot water cylinder. This
needs to be straightened but a hockey stick type bend in the
pipe will allow you to hear if it is overflowing. This means you could
turn it down and not pay for hot water overflowing onto your roof.

ROOF STRUCTURE:
There is self-supporting black paper underneath the new portion of the roof valleys but not the rest of the roof. The roof
structure is of as built rimu. Not all parts of roof structure were accessible on day of inspection. There were signs of
watermarks though currently dry to touch.

Rusty joins and overlaps between sheets of iron.
Ends of iron rusting under the ridging.
They weren’t properly prepared prior to being installed.

The roof structure is rimu hardwood as built. The rimu is not treated. NZ borer is a problem that requires treatment
and sometimes replacement of damaged timber. Letting off Bora bombs will help to limit the damage.

Ends of the corrugated iron are rusting, this can’t be seen from on top of the roof (This is not always the case. Joins
not prepare properly can sweat and crystalise causing decay and rusting out).

INSULATION:
There are small batts to an r-value of 1.2 in the ceiling space. We would recommend increasing the r-value by installing
further batts over the top of existing. If you require help with this places like Bunning’s and Mitre 10 can help organise
this. If you need financial help, sometimes you can get the cost of insulating added to your rates account and paying it off
as you pay your rates. Please contact DCC to see if this is possible for you.

Batts have been laid throughout the ceiling cavity.

R 1.2 batts. We suggest blanket insulation could be
put over the top of this to help assist in upgrading the
insulation. The r-value is recommended to be up to 4.2

CHIMNEYS:
All chimney’s and fireboxes should be checked annually by a qualified chimney sweep professional. This is because
most insurance companies do not pay out on fire damage if there is no proof of this having been done, regardless of
weather the fire damage was caused by the chimney/fire box or not. For your safety please ensure that you use a
reputable chimney sweep company. These companies can be found online or through the yellow pages. Reputable
companies do not knock on doors offering services. Doorknockers tend to be inexperienced people trying to make easy
money.

Flue coming through the roof space.
Please note that the rafter has been cut out and no
extra support put in place. This is quite often done.
Be sure that more support is put in where it has been
cut out.

Chimney and hot water over flow.

SPOUTING:
The spouting is of plastic PVC that needs to be cleaned. The downpipes go around the back of the house to the
stormwater drain at the rear. This drain is actually covered over in shrubs and weeds. This needs clearing and to be
100mm above ground level.
Cleaning the spouting should be added to your seasonal maintenance plan, to help keep your house in top condition.
Overflowing or leaking spouting, will seep into foundations or into ceilings causing major problems later if not dealt with as
soon as a problem is noticed. Regular cleaning and checks will ensure that you notice these things early.

PVC spouting in need of a clean inside and out. Decay in fascia. Signs of decay in the fascia tell me that
water is over flowing down the inside side of the spouting
causing this issue.

Foul sewer – this must be 100mm above ground level and kept clear.
This was full of cut grass, which can cause overflow to seep under the house.

WINDOWS/DOORS:
There is a large stained glass window in the hallway at the front of the property.
There are some scratching groves in some of the internal doors, this has been caused possibly by dogs being left, shut
inside. These could also do with a sand down and re paint/ re varnished. The windows are single glazed wooden sash
windows. The bedroom windows have had frosting seal put on for privacy. Some of these appear to have bubbled in
places. This is cosmetic. Some of the sash cords have been renewed. Some of the sash cords are missing entirely.
The windows have been painted shut. There is a small crack in the glass pane of one of the lounge windows. There is a
double glazed aluminium sliding door to the patio area from the kitchen. In places the putty is missing from the wooden
windows. This needs to be renewed. If this is not corrected it will alow water into the window frames which will cause rot
over a surprisingly short amount of time.
Keep an eye out for opening windows upstairs without stays, this is illegal and is a safety issue. It is your responsibility to
stop children falling more than 1m.
To help keep window surrounds/sills in a good condition for your home, keep an eye on any cracks or wear in the sealing
coat of the timber. Every 7–10 years, it is a good idea to re varnish, or re paint these sills in order to keep them in top
condition. In between times, some areas may need patching earlier. It is better to do this as you go, so that the
protection lasts as long as possible. A stitch in time will help stop/limit decay.

Sliding back aluminium doors are double glazed.

Two new aluminium windows.

Missing putty in need of replacement to help stop decay. Decay in the window frame. This has been filled and
painted over which hides it. This is not satisfactory.

Decaying window sash requires fixing. This is what happens when water is allowed access to the timber through
cracks like this.
EXTERIOR CLADDING:
The exterior cladding is weatherboard. This is in reasonable condition. There are places that have been filled/patched and
covered in. There is the occasional patch that needs to be filled and patched or replaced. There is some decay in the
weather boards at the bottom of the walls at the rear of the house. This needs to be repaired. The damp is actually
coming in there. The fascia along the front of the house is rotten please see photo.
It is recommended that you check the exterior cladding for damage or changes on a seasonal basis or after natural
events. When you notice changes or cracks, we recommend repairing/sealing them before larger damage can occur.
This will help to avoid/minimize more expensive problems/maintenance later.

Decay in windowsill that has been badly patched.

Decay in timber weatherboard which needs to be
replaced, not smeared with filler.

Filling is of a DIY style.

Fill in timber near front steps. This board needs to
replaced.

Vent for range hood is directed outside.

Fascia in need of replacement.

FOUNDATIONS/FLOORS & FLOOR COVERINGS:
The floors are slightly undulating to the eye with some bounce in front of potbelly. The carpet in lounge is in good
condition and is fairly new. The flooring in the kitchen has been laid over the top and is bubbling or lifting up in places.
The rest of the floors are bare rimu T&g floorboards. These could be re sanded and varnished in places. The baby’s
room has new carpet installed in good condition as does the third bedroom. There is a spa room installed in the
basement foundations area below the lounge. To have this installed, some of the piles were removed. We cannot see
into the interior of the cladding for this and we need to check on the size of the beams in place. Check the LIM report to
find out what has been done here. There have been patches of flooring replaced with chipboard. There is evidence of
borer in the floorboards. There are concrete piles right around the exterior. There are concrete piles throughout, with
100x75 hard wood bearers, and 125x50 floor joists. There is a reasonable amount of running water which actually
appears to be coming mostly from the area of the waste pipe. This is actually coming from toilet. The toilet waste is not
connected at all and there is a MAJOR LEAK here. There is some mild dampness also by the blocked storm water
area. There is a lot of storage space under the house. There had been some foundation walls cut into to make doorways.
The toilet system is also not shutting off.

Outside weatherboard down to the ground.
This is just asking decay to start. The ground level is
actually higher than the weather board which causes
moisture uptake into the weatherboard causing decay.
Air flow is essential in the basement area.

Filled weatherboard. This is a patched join.

Moisture is coming in around here.
Lime is ideal for help to limit the smell & kill bacteria.

THIS IS SEWER WATER IN THE BASEMENT from the
leaking toilet pipe.

THIS PIPE IS LEAKING AND NEEDS ATTENTION.
ASAP This pipe is not glued and toilet waste can
and has been coming out here.

Looking through basement. Rimu bearers, floor
Joists and t&G flooring. There is no insulation here.

FOUNDATION WHERE THE PILE IS MISSING
THIS ALSO NEEDS ATTENTION ASAP. This is the
sort of thing that causes bounce in the floors.

Sewer pipe outlet. This looks DIY,
please check Lim for confirmation.

These are marks where the borer have been and are not necessarily still there.
Treatment to Borer etched timber should be kept up to ensure live larva is kept at bay.

GARAGE/SHEDS:
There is a basement single car garage below the patio area. There is a galvanised iron tilter door. The roof ceiling is of
concrete. Some of this has some chip board flooring underneath. There a small fully fenced section area. The balcony is
bitchimen coated. There are cracks in the concrete roof.

Car park beside garage.
FENCING/DECKS:
The patio railings are unstable. There is a mix of trellis fencing, timber paling fencing.

Balcony to back door showing double glazed
doors.

Backyard view from the balcony,1.500 high palings in
fence. The balcony railing is not secure; it is under a
meter high and flimsy. Balcony railings must be 1m high &
with no more than a .100mm wide vertical gaps.

CEILINGS:
The ceilings are a mix of pinex tiles, gib board, and fibrous plaster. There appears as though there has been a stain of
some description in the ceiling above the pot belly around the flue. This has been painted over with stain sealer paint but
this hasn’t properly sealed the stain.

Down light in the kitchen. Please note that down lights
allow hot hair through the ceiling and the insulation
must be kept away from the lights.

Pinex tile ceilings.

Lounge with a wall removed. Check this on LIM report. Ceiling with large soffit.
This could be a non-bearing wall, which will not require
a permit but please check on the Lim.
Non-bearing walls may be removed without permits.
Make sure that the walls are in fact non-bearing.
INTERIOR CLADDING:
The interior cladding is a mix of gib board with some brick look a-like cladding around the potbelly in the lounge, which
has been painted. Some of the edging paintwork is a little rough/ of a DIY style.

Econo wall panel Heater in bedroom.

NUMBER OF BEDROOMS:
There are three double sized bedrooms. The third one is a small double. The lounge is open plan to the kitchen.

Bedroom where fireplace has been taken out.

Bedroom two, baby’s room and is sunny and warm.

Bedroom one. A large double master bedroom.

Bedroom three is a sunny back bedroom.

KITCHEN:
The kitchen has been updated since the house was built. There is a baumatic disher washer, black glass back board at
the back of the benches, a flexy hose tap in the sink, no rubber stoppers on cupboards or drawers, a breakfast bar, a free
standing stainless steel range with glass cooktop. This is worn with cooking overflow causing some surface damage.
There is also a stainless steel range hood, filters need to be cleaned. The fridge is located inside a cupboard.
We recommend getting rubber doorstops for the cupboards and drawers to close onto. This will help limit the banging
noise when closing cupboards or drawers and can be purchased from hardware stores. Range hood filters and expel
filters should be cleaned seasonally. Dishwasher filters should also be cleaned regularly for optimal performance and
safety. We cannot advise as to the condition of units/appliances as they are not seen operational on the day of
inspection.

Kitchen looking in from aluminium doors.

Dishwasher fitted under bench.

Sink with flexi hose.

Range hood is vented to the exterior of the house.

Range and cooking top to the same height as the
bench. The cook top is badly marked.

Fridge in cupboard.

Sliding drawer pantry.

Glass splash back behind the sink.

BATHROOM:
The bathroom has a corner shower with older styled fixed showerhead and tap mixer. The shower head leaks for a short
time after use. The shower wall linings are the seratone bathroom walls, with the corners and some edges requiring re
sealing. Some of this has been done. There is some water stain damage to the vinyl outside of shower and some of
these sealed edges are showing signs of mould. There is a skope wall heater, a skope heated towel rail and a corner
older styled hand basin over cupboard. Some of the base of the corner cupboard has started blow or puff up due to
moisture damage, possibly due to the hand basin overflowing. There is also a toilet which is not fixed to the floor.
The spa bath room downstairs has been lined in hardboard with pinex ceilings. There is a skope wall heater older styled,
expel air fan which is vented to the exterior and decking around the spa bath. The floor in here is concrete. We
recommend getting the heated towel rail installed onto timer the next time you get electrical work done. This will save a lot
on power. If updating bathroom areas please ensure that all edges of hand basins, baths, shower units, mirrors etc are
sealed. This will help to ensure that moisture does not get behind these fixtures.

Corner hand basin doesn’t have an overflow.

Shower taps.

Toilet not fixed to the floor properly.
this is leaking into the basement.

Skope wall heater.

Heated towel rail is not on a timer.

Spa fitted in down stairs and built in the basement area.

Mould in the corner of shower. This needs cleaning and
re sealing.

HOTWATER & PLUMBING:
The hot water cylinder was installed in 2000. Not all sides of it were visible on the day of inspection. The plumbing is
mostly copper some of which has been renewed. The intake pipe from street is galvanised pipe.

Hot water cylinder installed in 2000. This may need
to be renewed at some point in the future.
LAUNDRY:
The laundry is located in a cupboard in the kitchen. The dryer is vented to the exterior of the property and there is space
for a dryer on the wall above the washtub and a machine next to the washtub.

Washhouse in cupboard. The dryer is vented outside.

ELECTRICAL WIRING:
The wiring/fuse board has been worked on.
Check smoke alarms yearly.
If you have any questions or uncertainties with regard to the electrical wiring, we recommend getting a certified electrical
inspector to give you a report. If you require names please do not hesitate to ask us! They cost approximately
$280.00. Please ensure that smoke alarms are installed a maximum of 3 meters away from each bedroom. This is
required for DCC bylaws. The Fire Fighters also like to have smoke alarms located in bedrooms as many people can
overload those small power boards in bedrooms. Note that just having smoke alarms in the bedrooms is not
enough. When located in the actual bedroom, by the time the smoke sets the alarm off, if from fires outside of bedrooms,
it may well be too late! If your smoke alarms seems to be of an older model, we recommend updating them every 5 years.
They do not cost a great deal and save lives. Ensure that batteries are updated prior to moving in and annually thereafter.
A good reminder time to do this is Daylight savings changes.

The fuse box is very full.

The wiring is coming in on old fascia. There has been
covering over the wiring for painting.

HEATING:
There is a Panasonic heat pump in the lounge. There is an older style pot belly fire that should be checked prior to use.
The fire in the master room has been completely removed and the concrete hearth is still visible. There is an econo heat
wall panel heater in the master bedroom. Please get fireplaces and chimneys cleaned and checked prior to use. Make
sure the heat pump filters are cleaned seasonally for optimum performance and safety. This can be done for you if
required by heat pump maintenance people. Please check that fireplaces match the fire permitted on the LIM; Note that
non-permitted fires may void your insurance.

Expel air in spa area, which is vented to exterior
of the house.

Fan heater.

Heat pump outside unit.

Fatso Potbelly.

PESTS:
There are signs of Borer especially in some of the floors.
Bora bombs may be purchased from hardware stores such as MITRE 10. Please ensure that you follow the instructions
on the packet correctly. Do not leave any pets, including goldfish and budgies etc, inside during the use of Bora bombs.
We recommend using two in the main house, two in the roof cavity and two in the basement/foundations area. The
property should be tightly shut… no slightly open windows etc. It is recommended that these bombs be used during the
Borer flight season, between the months of late September to March. It is a good idea to set them off while you are away
for the night or weekend, and give a good air out once you arrive home. New Zealand Borer is not like the Australian
Borer/termite in terms of size and destructibility. Most timber these days is treated against Borer.
GENERAL OVERVIEW:
Please remember that we have shown you the negatives of this property and not the positives. Property is like a garden,
if you look after it and maintain it, it stays in top condition. If you don’t, things can catch up with you until they are major
jobs. Be sure to keep up with maintenance and cleaning to keep your investment in top condition. Please also note that
we cannot advise as to the condition of units/appliances as we are not experts in these areas and they are not seen
operational on the day of inspection.

WORK REQUIRED:
1. The leaking toilet needs to be fixed ASAP.
2. There are some exterior weatherboards requiring attention.
3. The foundations - the missing pile must be replaced ASAP.
4. The roof needs replacing in next 5-10 years and rust treatment care required in the meantime to extend it to this
approximate lifespan.
5. Some rafters need to be repaired.
6. Some windows require replacement and repair.
7. Fascia repair and replacement required
8. Putty in the windows needs to be replaced where required.
This property can be brought up to standard with approximately $20,000.00 worth of maintenance. All properties require
ongoing maintenance. Keeping regular checks and doing required maintenance as you go would help to limit this level of
maintenance required at any one time.
Thank you for your enquiry, we look forward to working with you further. If you require any further assistance
please do not hesitate to contact us on the details provided.
Yours Sincerely
Dunedin House Inspections
R’n’G Building Associates Limited

Richard Moore
Managing Director

